
■  Full Front Mesh for optimized ventilation 

■  High-Performance Addressable RGB Fan

■  Easy accessible design on top I/O ports

■  Easy-to-use Hinged Glass Side Panel 

■  Excellent Expandability and Convenience



www.zalman.com

Full Front mesh design for optimized ventila-

tion 

The sense of unity between the front mesh and the tempered glass 
on the side panel creates Zalman's unique design
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High-Performance Addressable RGB Fan

Front mesh panel and RGB fans provide optimal airflow and 

stunning RGB lighting effects 

(Support up to 8 Fans)

 ※ ARGB Controller

- Press the I/O LED button to change the LED pattern and color(26 
patterns)

- Press and hold the LED button for 3 seconds to sync the mother-
board after the white light flashes once

- Press and hold the LED button for 6 seconds to turn off the LED 
after the white light flashes twice 

- Press the LED button again to disconnect the motherboard sync 
and change the controller mode
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Exceptional Airflow

Designed for optimal Air intake with full mesh at the front panel and

Pre-installed Addressable RGB Fans allows optimal and maximum airflow



Magnetic Dust Filter

Protects your components and provides unobstructed air-

flow through dust filtration 

Bottom Dust Filter

Protects your power supply from piling 

up dust

www.zalman.com



www.zalman.com

Hinged glass panel provides easy interior access

Easy-to-use Hinged 

Glass Side Panel 



 ⓐ Power   LED Button  HDD / Power LEDⓑ ⓒ

 ⓓ Microphone Jack  Headphone Jackⓔ

 ⓕ USB 2.0  USB 3.0 ⓖ
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Easy accessible design on top I/O ports

ⓐ

ⓑ
ⓒ

ⓓ
ⓔ
ⓕ

ⓖ
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Drive Bay Support

HDD x 2 / SSD x 4

CPU Cooler Maximum Height

157mm

VGA Card Maximum Length

320mm

PSU Maximum Length 

140mm 

Excellent Expandability and Convenience

Max CPU
Cooler Height : 

157mm

Max VGA Length : 320mm

SSD

HDD/SSD

Max PSU 
Length:140mmHDD/SSD

SSD

Without HDD bay

330mm



Motherboard Support

mATX / Mini-ITX
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mATX

Mini-ITX

Small size with high compatibility
Basically suitable for installation of all mainstream pc accessories on the market
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Maximum Airflow and Ventilation

4 pre-installed 120mm ARGB fans (Front x 3, Rear x 1) and optimized venti-

lation providing fast heat dissipation in the case
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• Dimensions : 120 x 120 x 25(T)mm

• Bearing : Hydro Bearing

• Input - Fan : DC 12V / LED : DC 5V

• RPM : 1100RPM±10%

• Fan : system 3-Pin

• LED : 3-Pin(Addressable)

FRONT & REAR
(ARGB 120mm Fan)
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Front : 120mm / 140mm / 240mm

Top : 120mm / 240mm

Rear : 120mm 
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Radiator Support
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120mm 120mm

120mm 120mm

Front : 3 x 120mm 

Rear : 1 x 120mm

Pre-Installed Fan

Front : 3 x 120mm / 2 x 140mm 

Top : 2 x 120mm

Rear : 1 x 120mm 

Bottom : 2 x 120mm

Fan Support



 ①Side Thumbscrews 

 ②Rear 120mm Addressable RGB Fan (Included)

 ③Side Handle

 ④PCI Slot x 4

 ⑤PSU Slot
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①

③

④

⑤

②Rear Layout



Specifications

Max 
PSU Length

Max 
CPU Cooler Height

PCI 
Expansion Slots

Max
VGA Length

I/O Ports

Motherboard Support Drive BaysFan(s) IncludedFans Support Radiator Support

Model Materials DimensionsWeight Case Form Factor

M4 White Steel, Plastic, Tempered Glass 385(D) x 208(W) x 425(H)mm4.1kg mATX Mini-Tower

140mm 4pcs320mm 

Power, LED Button, Power/
HDD LED, MIC, Audio, 
2 x USB 3.0, 1 x USB 2.0 

mATX / Mini-ITX
1 x Combo(3.5'' or 2.5''), 1 x 3.5'', 
2 x 2.5"

Front : 3 x 120mm (ARGB Fan) 
Rear  : 1 x 120mm (ARGB Fan) 

Front : 3 x 120mm / 2 x 140mm
Top   : 2 x 120mm
Rear  : 1 x 120mm
Bottom : 2 x 120mm

157mm

Front : 120mm / 140mm / 240mm
Top   : 120mm / 240mm 
Rear  : 120mm 


	Diapo 1
	Diapo 2
	High-Performance Addressable RGB Fan
	Exceptional Airflow
	Magnetic Dust Filter
	Diapo 6
	Diapo 7
	Diapo 8
	Diapo 9
	Maximum Airflow and Ventilation
	Diapo 11
	Diapo 12
	Diapo 13

