
SPECIAL FEATURES

 � Inverted ATX format improves GPU cooling.
 � All-round ventilation holes improve airflow.
 � Enterprise-grade fans ensure powerful yet silent cooling.
 � The large, magnet-held dust filters can easily be removed and reattached.
 � Plentiful options for air- and liquid cooling solutions.
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Case Specifications
Dimensions (D x W x H) 537 mm x 234 mm x 493 mm
Form Factor Mid Tower
Materials Aluminum, Steel, Plastic
Side Panel Type 4 mm Tempered Glass Side Panel

Compatibility and Clearances
Mainboard Support Extended ATX, ATX, Micro ATX, ITX
Maximum Motherboard Size 305 mm x 277 mm
Maximum PSU Length 280 mm
Maximum CPU Cooler Height 185 mm
Maximum GPU Length 345 mm

PCIe & Slots Drive Bays 
PCIe Slots 7
3.5” HDD Bays* 2
2.5” SSD Brackets 3

2

* 3.5” HDD bays can be used for 2.5” SSD.

In North America, the SYNCRO Q704 is comprised of a PC chassis with four pre-installed fans; the SYNCRO power supply plus CONNECT Module set is sold under a 
separate listing. In the EU and the UK, the SYNCRO Q704 case is sold together with the SYNCRO Power Supply plus CONNECT Module as a bundle. For more information 
of the Power Supply, please see page 3.



Access and Control 
Power 1
Reset 1
USB 3.0 2
HD Audio IN 1
HD Audio OUT 1
USB Type-C 1

Fan Support 120 mm 140 mm
Front 3 3
Top 3 3
PSU Shroud 1 0
Rear 1 1

Radiator Support 

Front Up to 360 mm

Top Up to 360 mm

Rear Up to 120 mm

Parts and Accessories 
120 mm Seasonic-Nidec Fans 4
3.5” HDD Drive Bays* 2
2.5” SSD Brackets 3
Removable Dust Filters 3
Cable Management Cover 1
PSU Shroud 1
Motherboard and 2.5” SSD Screws 20
Motherboard Standoff 4
3.5” HDD Screws 18
Power Supply Screws 4
Reverse Fan Screws 4
Cable Tie 6
User Manual 1
Fabric Gloves (Pair) 1
Soft Cloth 1
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* 3.5” HDD bays can be used for 2.5” SSD.
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POWER DISTRIBUTION

Model +3.3 V +5 V +12 V -12 V +5 Vsb Total Power

SYNCRO 
DPC-850

20 A 20 A 70 A 0.3 A 3 A
850 W

100 W 840 W 3.6 W 15 W
SYNCRO 
DGC-750

20 A 20 A 62 A 0.3 A 3 A
750 W

100 W 744 W 3.6 W 15 W
SYNCRO 
DGC-650

20 A 20 A 54 A 0.3 A 3 A
650 W

100 W 648 W 3.6 W 15 W

WIRE CONFIGURATION

Main Power 
(24P / 20P)

140 mm

EPS 12 V / 
ATX 12 V
(8P / 4P)
360 mm

PCI-E
(8P / 6P) SATA

Peripheral
(4P) PWM SYNC ARGB SYNC

SYNCRO 
DPC-850 1 2 4 5 3 3 3

SYNCRO 
DGC-750 1 2 4 5 3 3 3

SYNCRO 
DGC-650 1 2 4 5 3 3 3

Cable

Model

Specifications may change without prior notice

Safety & EMI / EMC
Protection Features: OPP / OVP / UVP / SCP / OCP / OTP
Dimensions: PSU: 140 mm (L) x 150 mm (W) x 86 mm (H)
        CONNECT: 300 mm (L) x 105 mm (W) x 33 mm (H)

CONNECT Module PSU

In North America, the SYNCRO Q704 is comprised of a PC chassis with four pre-installed fans; the SYNCRO power supply plus CONNECT Module set is sold under a 
separate listing. In the EU and the UK, the SYNCRO Q704 case is sold together with the SYNCRO Power Supply plus CONNECT Module as a bundle. For more information 
of the Power Supply, please see page 3.


